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§75.511-1 Qualified person.

To be a qualified person within the
meaning of §75.511, an individual must
meet the requirements of §75.153.

§75.512 Electric equipment; examina-
tion, testing and maintenance.

[STATUTORY PROVISION]

All electric equipment shall be fre-
quently examined, tested, and properly
maintained by a qualified person to as-
sure safe operating conditions. When a
potentially dangerous condition is
found on electric equipment, such
equipment shall be removed from serv-
ice until such condition is corrected. A
record of such examinations shall be
kept and made available to an author-
ized representative of the Secretary
and to the miners in such mine.

[35 FR 17890, Nov. 20, 1970, as amended at 60
FR 33723, June 29, 1995]

§75.512-1 Qualified person.

To be a qualified person within the
meaning of §75.512, an individual must
meet the requirements of §75.153.

§75.512-2 Frequency of examinations.

The examinations and tests required
by §75.512 shall be made at least week-
ly. Permissible equipment shall be ex-
amined to see that it is in permissible
condition.

§75.513 Electric conductor; capacity
and insulation.

[STATUTORY PROVISION]

All electric conductors shall be suffi-
cient in size and have adequate current
carrying capacity and be of such con-
struction that a rise in temperature re-
sulting from normal operation will not
damage the insulating materials.

§75.513-1 Electric conductor; size.

An electric conductor is not of suffi-
cient size to have adequate carrying
capacity if it is smaller than is pro-
vided for in the National Electric Code,
1968. In addition, equipment and trail-
ing cables that are required to be per-
missible must meet the requirements
of the appropriate schedules of the Bu-
reau of Mines.

§75.516-2

§75.514 Electrical
splices; suitability.

connections or

[STATUTORY PROVISION]

All electrical connections or splices
in conductors shall be mechanically
and electrically efficient, and suitable
connectors shall be used. All electrical
connections or splices in insulated wire
shall be reinsulated at least to the
same degree of protection as the re-
mainder of the wire.

§75.515 Cable fittings; suitability.

[STATUTORY PROVISION]

Cables shall enter metal frames of
motors, splice boxes, and electric com-
partments only through proper fit-
tings. When insulated wires other than
cables pass through metal frames, the
holes shall be substantially bushed
with insulated bushings.

§75.516 Power wires; support.

[STATUTORY PROVISION]

All power wires (except trailing ca-
bles on mobile equipment, specially de-
signed cables conducting high-voltage
power to underground rectifying equip-
ment or transformers, or bare or insu-
lated ground and return wires) shall be
supported on well-insulated insulators
and shall not contact combustible ma-
terial, roof, or ribs.

§75.516-1 Installed insulators.

Well-insulated insulators is inter-
preted to mean well-installed
insulators. Insulated J-hooks may be
used to suspend insulated power cables
for temporary installation not exceed-
ing 6 months and for permanent instal-
lation of control cables such as may be
used along belt conveyors.

§75.516-2 Communication wires and
cables; installation; insulation; sup-
port.

(a) All communication wires shall be
supported on insulated hangers or insu-
lated J-hooks.

(b) All communication cables shall be
insulated as required by §75.517-1, and
shall either be supported on insulated
or uninsulated hangers or J-hooks, or
securely attached to messenger wires,
or buried, or otherwise protected
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